JUST RITE 



PORTABLE BATTERY LIGHTS FOR INDUSTRY 


RAILROADS 

Designed specifically for industrial uses, Justrite Industrial Lights 
are offered in a variety of types to fit individual job requirements. 
Grouped under Railroad, Maintenance, and Safety (for explosive 
areas) classifications, are hand-carried Lights, in small, medium and 
large sizes, belt-carried Lights, and Headlights (for applications re- 
quiring both hands free). Maximum efficiency can be obtained by 
selecting the model best suited to work requirements. 

OIL FIELDS 

UTILITIES 

To simplify installations, Justrite Lights are designed to use the 
regular (Size D) flashlight cells or to use the standard lantern bat- 
tery (Some models are designed so that either a lantern battery or 8 
flashlight cells may be used). Both types are made by all dry-battery 
manufacturers (Bright Star, Burgess, Eveready, Hawthorne, Ho- 
mart, Mallory, Ray-O-Vac, Usalite and others). Dry batteries, and 
bulbs may be ordered from the listing at bottom of this page. 
Justrite Lights may also be used with the rechargeable nickle-cad- 
mium batteries (Gould Nicad). 

CONSTRUCTION 

PLANT 

OPERATING CHARACTERISTICS 

SECURITY and 

MAINTENANCE 

Power and burning life characteristics of a portable battery light are 
determined primarily by the bulb and battery combination which 
makes up the electrical circuit. The following table shows the char- 
acteristics of the more popular dry battery circuits (The Table is also 
used to select the proper replacement bulb for a portable light). 
Circuits marked (•) are those available in Justrite Industrial Lights. 

EMERGENCY 



CHARACTERISTICS OF DRY BATTERY CIRCUITS I Burninj Lile ol B.iierks. 


Battery Combinations and Correct Lamps (Light Bulbs) to use with them. When light or lantern is used as noted below 

the figures show the average actual burning 


Arrangement of Batteries 

Characteristics of Lamps (Light Bulbs) 

time before the batteries drop to 60 % of 
their output when new. 

Number 

used 

and 

Size 

Connected 
in Series 
or in 
Parallel 

Volts 
produced 
with new 
batteries 

Mfr’s 

number 

for 

Lamp 

Volts 
lamp is 
designed 
for 

Amperes 
lamp is 
designed 
for 

Average 

burning 

life 

Spherical 
candle power 
at average 
volts 

Approximate 
maximum beam 
candle power 
at avge volts 

5 min. on 

55 ” off 
in 8 hr. day 

1 5 min. on 
45 ” off 
in 8 hr. day 

30 min. on 
30 ” off 
in 8 hr. day 

45 min. on 
15 ” off 
in 8 hr. day 

2 Size D 

Series 

3.0 V. 

PR2 

2.38 V. 

.50 A. 

15 hrs. 

.75 

1,500 

3.5 hrs. 

2.8 hrs. 

2.0 hrs. 

1.5 hrs. 

3 Size D 

Series 

4.5 V. 

PR7 

3.70 V. 

.30 A. 

30 hrs. 

.85 

2,000 

8.0 hrs. 

7.0 hrs. 

5.0 hrs. 

3.5 hrs. 

>. >> »• 


4.5 " 

PR3 

3.57 ” 

.50 ” 

15 ” 

1.40 

4,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

3 Size D 

Series 

4.5 " 

13 

3.70 ” 

.30 *’ 

15 ” 

.90 

2,000 

8.0 ” 

7.0 ” 

5.0 ” 

3.5 ” 

IB •• •> 

•* 

4.5 " 

•365 

3.69 " 

.50 ” 

15 ” 

1.50 

4,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

4 Size D 

Series 

6.0 V. 

PR17 

4.90 V. 

.30 A. 

30 hrs. 

1.30 

4,000 

8.0 hrs. 

7.0 hrs. 

5.0 hrs. 

3.5 hrs. 


** 

6.0 ” 

PR13 

4.75 " 

.50 ” 

15 ” 

2.30 

7,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

4 Size D 

Series 

6.0 ” 

502 

5.10 " 

.15 ” 

100 ” 

.55 

1,500 

24.0 ” 

21.0 ” 

13.5 ” 

10.0 ” 




6.0 ” 

1403,27. 

4.90 " 

.30 ” 

20,30” 

1.30 

4,000* 

8.0 ” 

7.0 ” 

5.0 ” 

3.5 ” 



" 

6.0 " 

•425 

5.00 ** 

.50 ” 

15 ” 

2.50 

7,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

5 Size D 

Series 

7.5 V. 

PR12 

5.95 V. 

.50 A. 

15 hrs. 

3.00 

10,000 

3.5 hrs. 

2.8 hrs. 

2.0 hrs. 

1.5 hrs. 

5 Size D 

Series 

7.5 ” 

31 

6.15 ” 

.30 ” 

15 ” 

2.00 

6,000 

8.0 ” 

7.0 ” 

5.0 ” 

3.5 ” 



*• 

7.5 ” 

605 

6.15 " 

.50 " 

15 ” 

3.30 

10,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

6 Size D 

Series 

9.0 V. 

PR18 

7.20 V. 

.55 A. 

15 hrs. 

4.20 

13,000 

3.4 hrs. 

2.7 hrs. 

1.8 hrs. 

1.3 hrs. 

•• ” ” 


9.0 V. 

PR12 

5.95 ** 

.50 *• 

10 ” 

4.50 

14,000 

2.0 ” 

1.5 ” 

1.2 ” 

1.0 ” 

8 Size D 

Series 

12.0 V. 

•993 

9.83 V. 

.30 A. 

15 hrs. 

3.40 

8,000 

8.0 hrs. 

7.0 hrs. 

5.0 hrs. 

3.5 hrs. 


" 

12.0 ” 

•965 

9.84 ** 

.50 ” 

15 ** 

6.30 

1 5,000 

3.5 ” 

2.8 ” 

2.0 ” 

1.5 ” 

1 Lantern Battery 

6.0 V. 

PR17 

4.90 V. 

.30 A. 

30 hrs. 

1.30 

4,000 

22.0 hrs. 

19.0 hrs. 

15.0 hrs. 

10.5 hrs. 

consisting of 

6.0 ” 

PR13 

4.75 ” 

.50 " 

15 ” 

2.30 

7,000 

10.5 ” 

8.3 ” 

6.0 ” 

4.5 ” 

4 size F cells 

6.0 ” 

502 

5.10 ’’ 

.15 ” 

100 ” 

.55 

1,500 

65.0 ” 

57.0 ” 

48.0 ” 

34.0 ” 

in Series 

6.0 ” 

1403,27. 

4.90 " 

.30 ” 

15,30” 

1.30 

4,000* 

22.0 ” 

19.0 ” 

15.0 ” 

10.5 ” 



6.0 ” 

425. 

5.00 " 

.50 ” 

15 ” 

2.50 

7,000 

10.5 ” 

8.3 ” 

6.0 ” 

4.5 ” 

*» 

6.0 ” 

4546 

4.70 ” 

.50 ” 

100 ” 

Sealed Beam 

6,000 

10.5 ” 

8.3 ” 

6.0 ” 

4.5 ” 

3 Lantern Batteries 

6.0 V. 

PR1 7 

4.90 V. 

.30 A. 

10 hrs. 

1.30 

5,000 

120.0 hrs. 

105.0 hrs. 

90.0 hrs. 

70.0 hrs. 

connected 

in Parallel 

6.0 ” 

PR13 

4.75 ” 

.50 ” 

5 ” 

2.30 

9,000 

58.0 ” 

25.0 ” 

43.0 ” 

30.0 ” 



6.0 ” 

4546 

4.70 ” 

.50 '■ 

40 ” 

Sealed Beam 

8,000 

60.0 ” 

50.0 ” 

42.0 ” 

31.0 ” 



6.0 ” 

•4547 

4.75 ” 

1.25 *’ 

100 ” 

Sealed Beam 

22,000 

14.0 ” 

11.0 ” 

8.5 ” 

6.0 ” 


** 

6.0 ” 

518 

4.00 " 

.55 ” 

50 ” 

3.00 

10,000 

40.0 ” 

30.0 ” 

18.0 ” 

10.0 ” 



6.0 ” 

157 

5.80 ” 

1.10 ” 

60 ” 

6.00 

20,000 

14.0 ” 

12.0 ” 

9.0 ” 

6.0 ” 



6.0 ” 

1651 

5.00 ” 

.60 ” 

10 ” 

3.00 

10,000 

42.0 ” 

37.0 ” 

31.0 ” 

22.0 ” 



6.0 ” 

1459 

4.00 ” 

1.00 ” 

30 ” 

6.00 

21,000 

15.0 ” 

13.0 ” 

10.0 ” 

7.0 ” 



a n M 

1 *1553 1 

/4.75 ” 

1.00 ” 

40 ” 

5.70 

20,000 

20.0 ” 

16.0 ” 

13.0 ” 

9.0 ” 


” 

O.vj 

IDbl.Fil./ 

\ 4.75 " 

1.00 ” 

40 ” 

5.30 

Flood 






© 1959, JUSTRITE MANUFACTURING COMPANY. CHICAGO 14. ILL. U.S.A. *FOR NO. 27 LAMP ONLY. NO. 1403 LAMP GIVES FLOOD LIGHT. 


BATTERIES AND BULBS 


Part No. Description List Price-Each 

20014 Size D Flashlight Battery $ 

20017 Lantern Battery, 6-volt 


20236 Bulb No. 365, 0.5A, For 3-Cells 

20245 Bulb No. 502, 5 V, .15 A 

20248 Bulb No. 27, 5V, .3A 

20250 Bulb No. 1403, 5V Flood lamp. 

20251 Bulb No. 425, 5 V, .5 A 


Part No. Description List Price-Each 

20099 Flashing Bulb No. 407, 5 V $ 

20254 Seal Beam No. 4546, .5A 


20257 Seal Beam No. 4547, 1.25 A 

20263 Bulb No. 1 553, Pendragon Lant 

20293 Bulb No. 993, 0.3 A, For 8-Cells 

20295 Bulb No. 965, 0.5A, For 8-Cell circuit 


HIM 




Uppl 

MM 




JUST RITE 

RAILROAD LANTERNS 

KNOCKS DANGER OUT OF DARKNESS 

for durability/ efficiency/ economy 


"TWIN-BULB" TRAINMANS LANTERN 



"Twin-Bulb" design (at right) in 
strong construction. 23 ga. zinc-coated 
steel case is shaped to fit battery, has 
hinged cover. Finished in chip-proof 
baked enamel. Vinyl covered handle is 
extra strong metal tubing. Base is 
heavy welded wire. Non-ferrous elec- 
trical circuit can’t rust. Standard model 
(A.), furnished less lens, has large 
(6" x 4" space) bail handle. Also avail- 
able with lucite lens (C). 


EXCLUSIVE "TWIN-BULB" DESIGN 
INCREASES POWER 
AND EFFICIENCY 

A patented design, the Twin-Bulb cir- 
cuit, by mounting two bulbs on a bulb 
slide, makes possible 3 V 2 " high-polish, 
chrome reflector which greatly in- 
creases "beam" power and keeps bat- 
teries in use longer. Switch failures 
are virtually eliminated. The switch 
moves the slide, is not in the electrical 
circuit. 


SWITCH RIGHT SWITCH LEFT 

right bulb lights left bulb lights 

SWITCH CENTER— "OFF" 

A bulb lights when at the focal point 
(center) of the reflector. Reflection 
provides a strong beam and, because 
the bulb is positioned above the rim, 
direct light from the bulb shines to all 
sides at the same time (where a hori- 
zontal signal beam is required, extend- 
ed bulb holders are provided). 

SPECIFICATIONS 


"TWIN-BULB" SIGNAL LANTERN 



The "Twin-Bulb" Trainman (A.) modi- 
fied to use the Fresnel glass lantern 
globes approved by A.A.R. Signal Sec- 
tion (Drawing 1609 B). Has extended 
wire base, positive globe lock, remov- 
able extended bulb holders. Fresnel 
globes are 2-3/4" diam. x 2-9/16" long, 
available in the four A.A.R. colors and 
clear. Lantern complies with A.A.R. 
Signal Sect. Drawing 1346 C and may 
be purchased without globe (E.) or 
with desired globe attached (F., G.). 




Key 

Model No. 

Bulb(s) 

Furnished 

Battery 

Required 

Reflector 

Diam. Ins. 

Style of 

Lens (Globe) 

Over- All 

Dimen. Ins. 

Unit Wgt. 

1 in Ctn. 

Ship. Wgt. 

12 in Ctn. 

List Price Ea. 

less batteries 

A. 

2140-1 

The Trainman 

Less 

Bulbs* 

1-Lant. 

Battery 

3V 2 

Less Lens 

(See Below) 

4 1 / 2 x7x11 l / 2 

V/ 2 

21 








C. 

21 40-3 

Less Bulbs* 

Same as Model 2140-1 but with Lucite plastic lens (globe). 

23 


ur\ 

2140-5 

Less Bulbs* 

Same as Model 2140-1 but with Red Lucite lens. 

27 


E. 

2172-1 

The Flagman 

Less 

Bulbs* 

1-Lant. 

Battery 

3 

Less Globe 

(See Below) 

4 1 / 2 x7x12 1 / 2 

V/ 2 

23 


F. 

2172-2 With Red Globe,- 2172-3 With Yellow Globe; 2172-4 With Green Globe; 2172-5 With Blue Globe 


G 

2172-6 With Clear Globe in same Fresnel style as above 


2 

28 


FT 

2131-1 

The Inspector 

1-#425 
#27 Spare 

1-Lant. 

Battery 

3 

Honeycomb 

(Spread-Beam) 

5'/ 2 x7x8 1 / 2 

2 

26 


1 . 

2121-1 

Double-Header 

1-#1 403 1 

1-#27 

1-Lant. 

Battery 

Two 

2/4 

Honeycomb 

& Clear 

5‘/ 2 x7x8‘/ 2 

2 

24 


J. 

2107-6 

Belt Lantern 

1-#27 

1-Lant. 

Battery 

2Y 2 

Honeycomb 
& Clear 

3x3!4x8 

VA 

17 


K. 

2404-3 

Pendragon 

1- #1 553 

2- Filamt. 

3-Lant. 

Batteries 

4Va 

1-Clear 

5'/ 2 x10x10 

3 3 A 




NOTES: *Bulbs supplied on request. Specify "With Bulbs" and add to list price. 


INSPECTORS LANTERNS 


BELT LANTERN 



H. MODEL 2131-1 I. MODEL 2121-1 

Heavy duty design in 23 ga. coated steel. 
Hard, baked enamel finish. Heavy wire 
base pivots on heavy bolts. Big strong han- 
dle, wood hand grip. Rubber shock rim 
protects lens and focus ring. Model 2131-1 
(H.) has Honeycomb Lens for broad circle 
of light, clear lens for "spot" beam is 
optional. No. 2121-1 (I.) has two heads, 
one spread-beam Honeycomb Lens, one 
clear spot-beam lens. Separate switches. 


J. 

MODEL 

2107-6 


Compact. For car oilers, in- 
spectors, etc. Worn inverted 
or upright on ordinary waist 
belt. Two strong belt loops 
riveted to case. Tilting head 
has two lens: spread-beam 
Honeycomb lens mounts in 
rubber collar over clear, spot- 
beam lens, removes easily. 
Lantern is 23 ga. zinc coated 
steel, hard baked enamel. 


PENDRAGON SEARCHLIGHT 
FOR HIGH INTENSITY ILLUMINATION 



K. 

MODEL 

2404-3 


Extra high power yet portable and com- 
pact; 1.0 amp. bulb has double-filament, 
one for "spot", one for "spread" beam. 3- 
position toggle switch. Tilt style head. Uses 
3 lantern batteries. Shoulder strap and 
mounting brackets are available. 


isJ 





INDUSTRIAL MAINTENANCE LIGHTS 

JUSTRITE 


■or more efficiency, convenience 

BRIGHTEST NAME IN LIGHTS 


"LIGHT-STICK" FLASHLIGHT 



The modern industrial flashlight; a 6- 
volt, 4-cell design that pays for itself 
in lower operating costs. 167% more 
power, 20 % less battery cost than con- 
ventional 2-cell flashlights. Has belt 
hook, carrying ring, rubber lens pro- 
tector. Will stand on base or lay flat 
(can’t roll). Head tilts to angle re- 
quired. Focusing, extra bright reflector. 
Lucite Lens. 24 ga. galvanized steel 
case finished in chip-proof grey enamel. 



"TWIN-BULB 


ND LANTERN 


B. 

MODEL 

2142-6 


Rugged: & ga.// galvamz^fls^^el fin- 
ished in chiB^r obfe ^^Hgrev enamel 
and cadmium Opiating. Pivots on base 
to any angle. Movable, over-arm handle 
is metal tubing, vinyl coated for insu- 
lation. Exclusive “Twin-Bulb" design 
increases lantern’s usefulness: gives 
“spot" beam plus wide, side beam at 
same time from either bulb . . . throw- 
ing switch replaces bulb. Lucite “globe" 
lens. Non-ferrous electrical circuit. 


HAND LIGHT — 6-VOLT, 12-VOLT 




C. 

MODEL 

2108-6 



a © 

JJ 

© © 

© © 

HL* 


Tops in convenience. Adjustable focus- 
ing head; square case — can’t roll; 
stands on base; handles fold flat . . . 
fits tool box, etc. Powerful beam from 
clear lens. “Spread-beam" light from 
slip-on, honeycomb lens in rubber lens 
protector collar. Strongly made; 23 
ga. zinc coated steel, chip-proof enamel. 
Uses 6-volt lantern battery. Can be 
used with Bulb No. 965 and 8 flash- 
light batteries for 12-volt power. 


JUSTRITE MAINTENANCE LIGHTS - SPECIFICATIONS 


Key 

Model No. 

Bulb(s) 

Furnished 

Battery 

Required 

Reflector 
Diam. Ins. 

Over-All 
Dimen. Ins. 

Wt. Each 

1 in Ctn. 

Ship Wt. 

1 2 in Ctn. 

Related 

Model* 

List Price 

Each 

A. 

2105-4 

Light-Stick 

2-#27 
(1 spare) 

4-Cells 

Size D 

2 34 

3x234x9 

1 

11 



B. 

2142-6 

Twin-Bulb 

1-#27 

1-#425 

1 -Lant. 
Battery 

3 34 

5x7x11 

234 

27 

2140-3 

is similar 


C. 

2108-6 

Hand Light 

1-#27 

1-Lant. 

Battery 

2 34 

3x334*8 

1 34 

16 

2208-1 
is similar 


D. 

2401-4 

Pendragon 

#4547 

Seal Beam 

3-Lant. 

Batteries 

434 

Seal Beam 

534x10x10 

4 

— 

2404-3 

is similar 


E. 

1903-5** 

Headlight 

1-#27 

1 -Lant. 
Battery 

234 

3x334x534 

Battery Case 

134 

18 

1903-6 

is similar 


F. 

1904-6** 

Headlight 

1-#425 

4-Cells 

Size D 

234 

3x2x5 34 
Battery Case 

1 

13 

1904-4 

is similar 



NOTES: * Indicates another model in the same general design which is shown under a different catalog heading. 

** Headlights can be furnished with Flat Cap Hook, to fit Safety "Hard" Hat Brackets, on request. Specify flat hook. 


PENDRAGON 6-VOLT 
POWER SEARCHLIGHT 

Most powerful industrial dry- 
battery lantern. Operates at 
6-volts, 1.25 amperes on 3 
lantern batteries. For sus- 
tained, all-weather use with 
utility trucks, fire trucks, res- 
cue and wreck crews, guards, 
etc. Sealed beam lamp; 22 
ga. zinc coated steel case, 
enameled inside and out; 
shoulder strap hooks, vinyl 
covered handle, toggle 
switch; pivoting headpiece. 



MODEL 

2401-4 


ELECTRIC HEADLIGHTS 

Save time, cut accidents keep 
both hands at work! Adjustable 
headband holds headpiece (a 
flat lamp hook, Part No. 20182, 
for use with hard hats is fur- 
nished when specified). Battery 
case fastens to belt. The 4 ft. 
connecting cord is weather- 
proof. Pivoting, focusing head- 
piece includes bright reflector, 
clear lens for “spot" beam, 
honeycomb lens for “spread- 
beam" light, rubber lens-pro- 
tector collar. 

E MODEL 1903-5 

Headlight with case for stand- 
ard lantern battery. Can be 
used with 8 flashlight cells and 
Bulb No. 965 for 12-volt power. 

F MODEL 1904-6 

Headlight with case (pocket 
size) for 4 flashlight batteries. 



E. 

MODEL 

1903-5 




JUST RITE 

KNOCKS DANGER OUT OF DARKNESS 


APPROVED SAFETY LIGHTS 


for safe use in explosive areas 



THE TWIN-BULB SAFETY LANTERN 

Twin-bulb design : bulb instantly re- 
placed by other bulb by moving the 
switch .... either bulb gives “spot” 
and “spread” beams. Has lucite globe 
over reflector. Vinyl covered aluminum 
tubing handle fits over arm. Case is 
rustproofed steel, enameled. Protrud- 
ing parts spark proofed by plating. 
Case turns to any angle. 


When explosive gases or vapors are 
present, a broken bulb, a “short” or an 
external spark can set off an explosion. 
Safety (or non-explosive) Lights are 
designed (and tested in chambers of 
explosive gas) to eliminate this hazard 
for many situations. Safety Lights are 
approved by Underwriters’ Laborator- 
ies, Inc. for use in Class 1, Group D 
explosive atmospheres. They are ap- 
proved by the U. S. Coast Guard, Mer- 
chant Marine Technical Division for 
“Pump Rooms of Tank Vessels”. Lights 
approved by the U. S. Bureau of Mines 
are “Approved for Safety in Methane 
and Air Mixtures”. 

Safety Lights have 3 distinct features: 
(1). The approval marking of Under- 
writers’ Laboratories or U. S. Bureau 
of Mines, (2) The “Kick-Out” socket 
with its retaining wire holding the 
bulb, and (3) sparkproofing on pro- 
truding parts. 

OTHER TWIN-BULB SAFETY MODELS 

B MODEL 1744-7 NON-MAGNETIC 
SAFETY LANTERN 

Same as Model 1744-8 but made en- 
tirely of non-magnetic materials. Brass 
case, zinc plated. Carries Federal Stock 
No. 6230-270-5419. 

C MODEL 1746-8 SAFETY FLASHER 

Same as Model 1744-8 but furnished 
with two flashing bulbs and a red lucite 
globe over the reflector. 


HIGH-POWER SAFETY HAND LIGHT 
For 12-volt or 6-volt operation. 



The most powerful safety hand light. 
Uses 8 flashlight cells in 12-volt circuit. 
Compact size. Has flat base, square 
sides — can’t roll. Carrying handles 
fold against case. Adjustable head has 
rubber collar protector and 2 lens: one 
for spot beam, one for spread beam. 
Converts easily for use with standard 
(6 volt) lantern battery by changing 
to No. 425 or No. 27 bulb. 


JUSTRITE SAFETY LIGHTS - SPECIFICATIONS 


Key 

Model No. 

Bulb(s) 

Furnished 

Battery 

Required 

Safety Approved by 
(See Above) 

Reflector 
Diam. Ins. 

Over- All 
Dimen. Ins. 

Unit Wt. 

1 in Ctn. 

Ship Wt. 

12 in Ctn. 

List Price Ea. 
less batteries 

A 

1744-8 

Lantern 

1-#27 

1-#425 

1-Lant. 

Battery 

Underwriters’ Labs. 

U.S. Coast Guard 
U.S. Bureau Mines 

3^ 

5x7x11 

2 

27 


B 

1744-7 

2-#27 

Same as Model 1744-8 but made of Non-Magnetic Materials 



C 

1746-8 

2-#407 

Same as Model 1744-8 but equipped with flashing Bulbs and Red Globe (lens) 


D 

1788-8 
Hand Light 

2- #993 
(1 spare) 

8-Cells 
Size D 

Underwriters’ Labs. 

U. S. Coast Guard 

2'A 

334*4x8% 

IX 

19 


E 

1704-8 

Headlight 

1-#425 

4-Cells 
Size D 

Underwriters’ Labs. 

U. S. Coast Guard 

2% 

3x1 %x6 

Battery Case 

IX 

16 


F 

1717-8 

Flashlight 

1-#365 

3-Cells 
Size D 

Underwriters’ Labs. 
U.S. Coast Guard 

U. S. Bureau Mines 

2Vl 

2%x3%x6 

Vt. 

8 



4-CELL SAFETY HEADLIGHT 


3-CELL SAFETY FLASHLIGHT 




For work requiring both hands free. 
Elastic band fastens headpiece around 
cap, etc. Battery case clips to belt. 4- 
ft., heavy duty connecting cord. Has 
rubber lens collar with two lens: clear 
for “spot” beam, honeycomb pattern 
for close work. 

Headpiece has sponge rubber head pad. 
Elastic band is adjustable, has cord clip 
to hold cord in place. Headlight can be 
worn directly on head, or over a soft 
cap, or on a Safety (Hard) Hat. Head- 
band Hooks (Part No. 20185 shown by 
arrow at left) fasten band to brim of 
hat — using 3 with Safety Caps, 6 for 
wide-brim hats. For hats equipped 
with Lamp Brackets, Flat Lamp Hook 
(Part No. 20182) is available. 



Compact, convenient. 
Shorter than a 2-cell 
case; reflector mount- 
ed at convenient an- 
gle; has flat base, belt 
clip on side; rubber 
lens collar; carrying 
ring. Case molded of 
high impact plastic. 
Focusing beam. 



MODEL 1717-8 
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